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E m i t t e r s / S p r y e r s

Irritrol Systems Europe S.r.l. 
may change product specifications 

without prior notice and without liability

C o d e s

1011307 ● Centurion 360°

1011306 ● Centurion 180°

1011305 ● Centurion 90°

1011137 Stake for Centurion
Use with IT-FBJXX riser

360° 180° 90°

bar l/h r (m) l/h r (m) l/h r (m)

0,5 60 1,00 43 1,0 34 1,0

1,0 86 1,25 62 1,25 49 1,25

1,5 106 1,50 77 1,50 60 1,50

rrr

CAPILLARY LINE

STANDARD

F e a t u r e s

• Self-tapping stake
• Ideal for watering pots, greenhouses or nurseries
• The standard stake accepts a capillary tube with outside

Ø 3,2 mm.

COLIBRÌ

F e a t u r e s

• Self-tapping stake
• Capillary angle adjustment from 45° to 90°
• Capillary tube with outside Ø 3,2 mm.

C o d e s

IT-RCP90885-1 Capillary 3,2 x 0,8 x 85 cm

IT-RCP908100-1 Capillary 3,2 x 0,8 x 100 cm

IT-IPS0305-A ● Black stake for capillary tube Ø 3,2 mm

IT-IPS0305-A1 ● Blue stake for capillary tube Ø 3,2 mm

IT-IPS0305-A2 ● Red stake for capillary tube Ø 3,2 mm

IT-IPS0315 Colibrì stake for capillary tube Ø 3,2 mm

IT-RCP90800-X Capillary 3,2 x 0,8 mm reel of 500 m

CENTURION
Sprayer

F e a t u r e s

• Single moulding sprayer, for flower box or planter
• Available in three different arc patterns: 360°, 180° and 90°
• Colour coded spray pattern
• Well proportioned and uniform water distribution.

S p e c i f i c a t i o n s  

• 4 mm threaded inlet
• Working pressure from 0,5 to 1,5 bar.


