
UV-C 9 watts PL 
Head

UV-C 11 watts PL 
Head

UV-C 18 watts PL 
Head

UV-C 36 watts PL 
Head

Capacity
Supply voltage

9 W
230 V / 50 Hz

11 W
230 V / 50 Hz

18 W
230 V / 50 Hz

36 W
230 V / 50 Hz

Dimensions L x Ø 395 x Ø 132 mm 395 x Ø 132 mm 395 x Ø 132 mm 505 x Ø 132 mm

Connection G 1 ̋- E | Ø 20 / 25 / 32 G 1 ̋- E | Ø 20 / 25 / 32 G 1 ̋- E | Ø 20 / 25 / 32 G 1 ̋- E | Ø 20 / 25 / 32

Pond water volume*
Flow rate

4.500 l
min.     500 l/h
max. 1.300 l/h

5.500 l
min.     500 l/h
max. 1.800 l/h

9.000 l
min.     500 l/h
max. 2.800 l/h

18.000 l
min.     500 l/h
max. 6.500 l/h

Art.-No. 162 / 004225 162 / 004226 162 / 004227 162 / 004183

Refi ll UV-C Lamp Art.-No. 118 / 000192 118 / 000193 118 / 000213 118 / 000214

Refi ll UV-C Quartz glass Art.-No. 124 / 002996 124 / 002996 124 / 002997 124 / 002998

UV-C Lamps are of limited service life and should be replaced at the 
end of each season.

*2 watts per 1.000 l of pond water

UV-C Head

Scope of delivery Individual component in addition to 
existing Filter Systems

UV-C Head

max. 1 bar


